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Preliminary Sign Exhibit

Norwalk Store

Norwalk, CT
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Preliminary Exteriors

Norwakl Store

Norwalk, CT
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SOUTHEAST ELEVATION
1/32" = 1'-0"

1

SOUTHEAST ELEVATION
1/32" = 1'-0"

2

demolish existing
protruding mass in

its entirety

Remove existing
cornice, typical

 Remove existing
masonry column covers

to expose steel columns.
 Typical at  all exterior

columns. Verify existing
steel structure.

Remove existing metal
awnings, typical

Remove
existing

cornice, typical

demolish existing exterior
wall for new glazing

Demolish existing
rounded canopy section

in its entirety

Precast GFRC
column covers,
typical

painted EIFS with reveals

Tree and tree grate,
typical

concrete planter, typ

Internally illuminated
10'-0" diameter logo

sign

internally
illuminated 2'-0"
diameter
"Starbucks" sign
behind glazing

aluminum framing and glazing
automatic

sliding doors

Centria cascade series
metal siding

Internally illuminated CVS
sign; 19 1/2" tall letters

nichiha  "vintagewood" fiber
cement siding

internally illuminated "logo
& letter" set;  10'-0"

diameter bullseye

painted EIFS sign marquee

painted EIFS with
reveals

Centria cascade series
metal siding

New EIFS
exterior wall at
addition to
replace
graden center

Paint existing
exterior wall

internally illuminated order
pickup sign; 1'-2" tall letters

EIFS beam detail,
typical

60" x 21'-9 1/2", white, 
internally illuminated,
drive up logo & letter set.

painted EIFS with reveals

Nichiha  "vintagewood"
fiber cement siding

painted EIFS with reveals

EIFS blade sign

metal clad canopy

aluminum clerestory
framing system in

existing opening

Remove
existing gable

element

Reduce height of
parapets to match

adjacent

Reduce height
of parapets to

match adjacent demolish existing
exterior wall for new door

new exterior door
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